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Single Use RFID Wristband
[image: image1.png]The iDTRONIC single use RFID wristband is very useful for single use access control applications. They can be used only one time and they are perfect for sport events, concerts, cinemas or exhibitions. They are available with 13,56MHz technology. The electronic tag is sealed what makes this wristband waterproof.
Applications:

· Access Control

· Hospital 
· Leisure Areas
· Event Management

Personalisation options:
· Printed logo

· Barcode

· Serial number
Product specification:

	Description:
	Single Use Wristband 

	Wristband:
	290 x 14 / 22mm

	Material:
	PVC

	Colours:
	White, Blue, Green, Pink, Yellow, Red

	Operating frequency:
	13.56MHz

	Operating distance:
	Up to 5cm

	Humidity resistance:
	IP 67

	Application temp.:
	- 5°C to 60°C     


Available 13,56MHz systems:

	IC Type
	ISO
	Memory
	Anticollision
	Order No.

	NXP Mifare MF1S50
	14443A (1-3)
	1024 byte
	Yes
	WB-WF3-MFS50

	NXP Mifare MF0U10 (UL)
	14443A (1-3)
	512 bit
	Yes
	WB-WF3-MFUL

	NXP I-Code SLI
	15693
	1024 bit
	Yes
	WB-WF3-ICSLI


Other IC types are available on request!
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